GOVERNING SPECIFICATIONS:

THE MOST CURRENT EDITION OF LOUISIANA DEPARTMENT
OF TRANSPORTATION "STANDARD SPECIFICATIONS" AND
"SUPPLEMENTAL SPECIFICATIONS AND RECURRING SPECIAL
PROVISIONS" HEREIN SHALL GOVERN. WHERE APPLICABLE.
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NEW ORLEANS,

LOUISIANA
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SPEED MONITORING FACILITIES
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LEGEND

UNDERGROUND CONDUIT (TRENCH)

DIRECTIONAL BORE

EXISTING END SCHOOL ZONE
SIGN APPROXIMATELY 336 FT REAR MONITOR CAMERA ON ATS POLE

SOUTH OF ATS POLE
LOCATION. 3D RADAR TRACKER ON ATS POLE

EXISTING SCHOOL DETECTION TARGET ZONE
FLASHING BEACON

APPROXIMATELY 310 FT " "
DETECTION 17" x 30" PULL/JUNCTION BOX
TARGET ZONE NEW ATS METER POLE. SEE NORTH OF ATS POLE

DETAIL "A" ON SHEET 3. LOCATION.

OVERHEAD LINE

5'-0" SIDEWALK
ATS METER PEDESTAL

PARKING EXISTING UNDERGROUND CONDUIT

EXISTING STREET LIGHT

PAR I S AVE EXISTING FIRE HYDRANT

133-0" EXISTING SIGNAL HEAD

EXISTING EXISTING MANHOLE
POWER

SOURCE

EXISTING PULL/JUNCTION BOX

V-V NOILO3S

EXISTING LOOPS

AERIAL DROP TO BE .
PROVIDED BY POWER 2" CONDUIT EXISTING TRAFFIC CONTROLLER

COMPANY. 1-3/C #10

EXISTING METER PEDESTAL

EXISTING WOOD POLE
PARKING

EXISTING CONCRETE POLE

4-0" SIDEWALK
NOTES:
1. CONTRACTOR SHALL VERIFY THE LOCATION OF ALL
TREE TO BE TRIMMED AS CONFLICTING UNDERGROUND UTILITIES PRIOR TO

NECESSARY FOR PROPER DIRECTIONAL DRILL AND MAINTAIN 2 FT CLEARANCE.
FIELD OF VIEW. SEE NOTE

13 ON SHEET 3.

EXISTING SCHOOL —
FLASHING BEACON
APPROXIMATELY 377 FT
SOUTH OF ATS POLE

LOCATION. EXISTING END SCHOOL . EARTH TO GROUND RESISTANCE NEEDS TO BE 25

ZONE SIGN APPROXIMATELY OHMS OR ADDITIONAL GROUNDING RODS MAY BE
335 FT NORTH OF ATS POLE NEEDED.
LOCATION.

>
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(2) CONTROLLER CABINET (ON RIGHT), (2) REAR SCENE CAMERA
ASSEMBLY WITH 60 MM LENS (ON RIGHT / LEFT), (2) 300 WATT-SECOND
FLASH STROBE (ON RIGHT / LEFT) MOUNTED ON 22 FT ATS STEEL
POLE. CONTAINS EVDO MODEM. SEE DETAILS ON SHEET 4.

22 FT STEEL POLE \_

IN POLE

“*2.3/C #10 _\ﬁ

*2-4/C #18 SYNC

*2-8/C #18 SYNC
*6-CAT5E
*4-3/C #14
*2-4pr #24

=

(2) 3D RADAR ATS CABINET
TRACKER DEVICE 0

(ON FRONT / REAR)

6" CURB \ . /— 6" CURB

|=-13-0"Frc \J_\ FiIc —|
ROBERT B. ZAITOONI
NEW REINFORCED CONCRETE

FOUNDATION. SEE SHEET 5. License No. 33450

* CABLING SHALL BE PROVIDED TO CONTRACTOR BY ATS.
"* CABLES TO BE PROVIDED BY CONTRACTOR. .
sDattiesays,

SECTION A-A W 'DigiSately.

S TE R HE T

i : : FINAL SUBMITTAL SHEET
American 1150 N. ALMA SCHOOL RD ENGINEER OF RECORD: PLAN SHEET - NB/ SB NUMBER

Traffic Solutions MESA, AZ 85201 USA DESIGNED BY: ATS
TEL: (480)443-7000 FAX: (480)807-0901 ROBERT B. ZAITOONI, PE. ST. LEO THE GREAT SCHOOL DATE: 1-9-17 SITE ID(S) 2

WWW.ATSOL.COM REG. #33450 APPROVED BY: NO153, NO154

SPEED ENFORCEMENT PROGRAM NEW ORLEANS, LA APPROVAL DATE: OF 5 SHEETS




GENERAL & CONSTRUCTION NOTES

SEPARATE RIGHT-OF-WAY PERMITS ARE REQUIRED FOR WORK WITHIN PUBLIC AGENCY RIGHT-OF-WAY.
CONTRACTOR SHALL BE RESPONSIBLE FOR SUBMITTING APPLICATION PERMITS & FEE'S, AND COMPLY
WITH ALL PUBLIC REQUIREMENTS.

UTILITY LOCATIONS SHOWN ON PLANS ARE APPROXIMATE BASED ON AVAILABLE INFORMATION. CONTRACTOR
SHALL BE RESPONSIBLE TO CONTACT DESIGNATED AGENCY TO LOCATE ALL UNDERGROUND UTILITIES 48 HOURS
PRIOR TO COMMENCEMENT OF CONSTRUCTION.

CONTRACTOR SHALL BE RESPONSIBLE TO APPLY AND OBTAIN AN APPROVED TRAFFIC CONTROL PLAN IN
ACCORDANCE WITH MUTCD AND LOCAL STANDARDS AS REQUIRED.

CONTRACTOR SHALL BE RESPONSIBLE TO RESTORE ALL DISTURBED AREAS TO ORIGINAL CONDITION TO
AGENCY SATISFACTION AT NO ADDITIONAL COMPENSATION.

CONTRACTOR SHALL TERMINATE ALL POWER CIRCUITS INTO ATS CABINET(S).
INSTALL INLINE 30 AMP FUSE INSIDE HAND HOLE ON ATS CAMERA POLES.

INSTALL FOUNDATION POLE AND GROUNDING WIRE FOR ATS EQUIPMENT. SEE LOCATIONS IN DRAWINGS AND
POLE FOUNDATION DETAIL.

INSTALL PULL/JUNCTION BOX OF THE REQUIRED SIZE AND TYPE PER LOCAL AGENCY STANDARDS.

SCHEDULE 80 PYC CONDUIT TO BE BORED UNDER ROADWAY - 36" COVER MINIMUM. SEE SIZES AND LOCATION
IN DRAWINGS.

CONTRACTOR SHALL CALL CITY TRAFFIC SIGNAL SUPERVISOR AT LEAST 72 HOURS IN ADVANCE
TO COORDINATE THE POWER DROP INTO THE AGENCIES METER PEDESTAL.

THE CONTRACTOR SHALL HAVE A LEVEL Il IMSA CERTIFIED TECHNICIAN / ELECTRICIAN ON-SITE AT ALL TIMES
DURING CONSTRUCTION. CONDUCTOR SPLICES AND TERMINATIONS SHALL BE MADE BY A QUALIFIED
JOURNEYMAN ELECTRICIAN, WHO HAS SUCCESSFULLY COMPLETED A RECOGNIZED FOUR (4) YEAR
APPRENTICESHIP PROGRAM UNDER THE DIRECT SUPERVISION OF A JOURNEYMAN ELECTRICIAN.

ALL WORK SHALL CONFORM TO ALL APPLICABLE ELECTRICAL CODES EXCEPT WHEN CITY STANDARDS
SUPERSEDE.

CONTRACTOR SHALL TRIM EXISTING TREES TO IMPROVE LINE OF SIGHT NEEDED. CONTRACTOR SHALL NOTIFY
THE AGENCIES AND OBTAIN APPROVAL PRIOR TO TRIMMING. REFER TO CITY OF NEW ORLEANS GENERAL
SPECIFICATIONS SECTION C719.01 TREE PROTECTION.

AT LOCATIONS WHERE EXISTING ENFORCEMENT EQUIPMENT MAY EXIST, CONTRACTOR SHALL COORDINATE WITH
THE OWNER AND ATS PROJECT MANAGER FOR REMOVAL & SALVAGE.

CONTRACTOR SHALL COORDINATE WITH CITY TRAFFIC SIGNAL SUPERVISOR AND LAW ENFORCEMENT TO
HAVE AN OFFICER PRESENT WHEN TRAFFIC SIGNAL POWER IS TURNED OFF FOR CONNECTION TO POWER
PEDESTAL.

CONNECT POLE TO SOLID BARE BOND GROUND & GROUNDING ROD (OR COIL 25' OF NO. 6 BARE COPPER) IN POLE
FOUNDATION & TO SYSTEM GROUND BONDED BACK TO ATS CABINET.

CONTRACTOR SHALL PLACE THE POLES / FOUNDATIONS IN A LOCATION TO MAINTAIN A 5' CLEAR SPACE FROM THE
OVERHEAD POWER LINES.

CONTRACTOR TO LABEL EACH END OF ALL CABLE RUNS.

CONTRACTOR TO INSTALL AND LEAVE IN PLACE NYLON DRAW STRING IN ALL CONDUIT RUNS.

American 1150 N. ALMA SCHOOL RD

Traffic Solutions MESA, AZ 85201 USA
TEL: (480)443-7000 FAX: (480)607-0901

SPEED ENFORCEMENT PROGRAM

ENGINEER OF RECORD:

\ COLOR CODE 6" OF GROUNDED
NEUTRAL CONDUCTORS
INSULATION WITH WHITE TAPE
WHERE CONDUCTOR EXITS THE
WEATHERHEAD. COLOR CODE
6" OF L1 OR L2 HOT UNGROUNDED
CONDUCTORS INSULATION WITH RED
TAPE WHERE CONDUCTOR EXITS
THE WEATHERHEAD. CONDUCTOR
FREE LEGNTH 12" MIN. 18" MAX.

PROVIDE GROUNDING BUSHINGS ON ALL METAL
CONDUITS. TERMINATE BONDING JUMPERS
(MIN. #6 AWG. COPPER) TO GROUNDING

BUS. GROUNDING BUSHING NOT REQUIRED
WHEN CONDUIT END IS FITTED WITH A CONDUIT
SEALING HUB OR A THREADED TYPE OF BOSS
SUCH AS A METER HUB.

TO BE SPECIFIED BY UTILITY CO.

CHANNEL BRACKET OR OTHER
ARRANGEMENT APPROVED BY
THE ENGINEER, (KINDORF,
UNISTRUT, B-LINE OR EQUAL.)

6"-10"

. GROUND ROD %" X 8",
N UPPER END TO BE 2"-4"
l BELOW FINISH GRADE.

CLASS "A" CONCRETE -/ - BUSHING
OR BELL

P

12" DIA. X 60" DEPTH
FOUNDATION 4-#4
REINFORCING BARS
AND #2 SPIRAL (TYP.)

DETAIL "A"
NEW POWER METER
(AERIAL)

GENERAL NOTES & METER DETAILS :

ROBERT B. ZAITOONI, P.E.
WWW.ATSOL.COM REG. #33450

ST. LEO THE GREAT SCHOOL

NEW ORLEANS, LA

FINAL SUBMITTAL
DESIGNED BY: ATS
DATE: 1-9-17
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APPROVAL DATE:
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License No. 33450
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CAMERA & RADAR POLE
22' - 5.6" O.D. SCHEDULE 80

(STEEL POLE)

TOP CAP WITH
SET SCREWS

"J"OR "C" HOOK FOR
WIRE HANDLING

300 WATT-SECOND
FLASH STROBE

300 WATT-SECOND
FLASH STROBE

DESIGN LOAD @ 1'-6"

|

2/c #22 SHIELDED \

CAMERA &
AXSIS LIVE
VIDEO CAMERA
ENCLOSURE

(TYPICAL)

43" @ x .237" WALL x 12'-9" —— |
8/c #18 SYNC— |
3-CAT5e

3/C #14

5" @ x .258" WALL x 9'-113" \

U-BOLT —\(

4/PR #24 — 17

/— 2/c #22 SHIELDED

[—— 3/c #14 AWG

8/c #18 SYNC
3-CAT5e
3/C #14
SLEEVED MACHINE TO FIT
-OR-
HOT SWAGED, STEP TAPER

RADAR /it

4/PR #24

RADAR \ii

HUB, 4%4"
O.D. POLE \

1-3/C #10 \

| 1ac#o

SEE BASE PLATE
/ DETAIL "D" ON SHEET 5
ra

)]

NEW REINFORCED CONCRETE
FOUNDATION. SEE SHEET 5.

American
Traffic Solutions

TEL: (480)443-7000 FAX: (480)607-0901

SPEED ENFORCEMENT PROGRAM

N QTY 4 - ACORN NUTS
W/ 2 FLAT WASHERS

(SEE ANCHOR BOLT DETAIL "C"
ON SHEET 5)

\ 2-3/C #10

1150 N. ALMA SCHOOL RD
MESA, AZ 85201 USA

ENGINEER OF RECORD:
ROBERT B. ZAITOONI, P.E.

WWW.ATSOL.COM REG. #33450

CAMERA & VIDEO CAMERA

ENCLOSURE

ENCLOSURE ENCLOSURE
FRONT VIEW BACK VIEW

PELCO CLAMP 7
]

16"

ENCLOSURE

ENCLOSURE
SIDE VIEW ISO VIEW

ATS CABINET

HUB
ISO FRONT VIEW

HUB
ISO BACK VIEW

PELCO CLAMPS

\&/

1

4 2
pd &
4 ] I
1
UB

H HUB
TOP VIEW BACK VIEW

AT

HUB
FRONT VIEW

DESCRIPTION

PART NO.|

HUB, 47" O.D. POLE

SE-0384

U-BOLT, ™16 x 4 %" x 1-4"

FS-2501

LOCKWASHER, SPLIT, %"

FS-4205

NUT, HEX, %'"-16

FS-1003

FLASH STROBE

STROBE STROBE
FRONT VIEW TOP VIEW

STROBE STROBE
SIDE VIEW ISO VIEW

STROBE MOUNT

J_é‘
]8_\

ISO VIEW
o] |—

SIDE VIEW

NOTES:

1. CABINET TO BE ROTATED PERPENDICULAR TO
CURB.

2. LOCATE POLE PER PLAN.

3. BASE TO BE BREAK-AWAY.

REAR POLE DETAILS

FINAL SUBMITTAL

ST. LEO THE GREAT SCHOOL

DESIGNED BY: ATS
DATE: 1-9-17

APPROVED BY:

NEW ORLEANS, LA

APPROVAL DATE:

ROBERT B. ZAITOONI
License No. 33450
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TOP CAP WITH ————=

SEE TABLE SET SCREWS WELDING AND ANCHOR BOLT DETAILS

300 WATT-SECOND
300 WATT-SECOND ~__ / FLASH STROBE
FLASH STROBE

@ POLE &
©« ARM

T
EACH WAY

" J TYP.I_ 5"
EACH WAY

CAMERA
ENCLOSURE ACORN NUT (4)

I
5

'«-———— SEE TABLE ——

1n
4 - EQUALLY SPACED / CAMERA 5§ BOLT
ANCHOR BOLTS ORIENTED 4 - EQUALLY SPACED ANCHOR RODS ORIENTED ENCLOSURE PROJECTION
TOP VIEW AS SHOWN WHEN THE AS SHOWN WHEN THE SHAFT IS INSTALLED.
(ROUND FOUNDATION) SHAFT IS INSTALLED. TOP VIEW
(SQUARE FOUNDATION)

#4 TIE BAR @12 #4 TIE BAR @12" QTY 4 - 1" x 36" FOR RADAR OR 1" x 42" FOR

NOTES:
CENTERS * (MAX) CENTERS * (MAX.) ~ SHAFT IS ATSM A500 OR A53 Gr B STEEL REAR POLE

| * BASE PLATE IS ASTM-A36 STEEL + 4"(ASTM-36 M55)
* ANCHOR BOLTS ARE ASTM-A36 M55 L-BEND ANCHOR BOLTS PER POLE

* ASSEMBLY IS GLAVANIZED PER A123 OR A153 QTY 1 - HEX. NUT PER BOLT AT TOP
¢ POLE & * TAPER JOINT MAY BE MACHINED OR HOT SWAGED "
© ARM 8-#7 BARS * DESIGN LOAD AT 1'-6" FROM TOP IS 1000# TOP OF BOLT THREAD. 6" & FULLY GALV.

EQUALLY SPACED

3" CLEAR

= MIN) __L4_|___

FOUNDATION DESIGN NOTES:
1. DESIGN CRITERIA:

A. STANDARD SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS,
LUMINARIES AND TRAFFIC SIGNALS (LTS-5) STRUCTURES MANUAL (CURRENT
EDITION).

SECTION A-A 2. DESIGN WIND SPEED: 120 MPH DETAI L "Du
(ROUND FOUNDATION) #7 BARS (SEE TABLE) 1~ 3. THE FOLLOWING SOIL PROPERTIES WERE ASSUMED FOR THE FOUNDATION DESIGN.
EQUALLY SPACED _ IF THE ENCOUNTERED SOIL CONDITIONS DO NOT MEET THESE ASSUMED SOIL
(SQU;E:EL?LTN%QTION) PARAMETERS, THEN A SPECIAL FOUNDATION MUST BE DESIGNED. BASE PLATE DETA”_
A. SOIL TYPE: COHESIONLESS

#6 AWG BARE BOND WIRE TO BE SEE TABLES ATS CABINET B. GROUNDWATER TABLE: AT GROUND SURFACE OR LOWER
CLAMPED TO GROUND ROD

C. SOIL EFFECTIVE UNIT WEIGHT: 50 PCF MINIMUM
5.50" PROJECTION
1" CHAMFER \ |_| |_| | FOR REAR POLE

D. INTERNAL ANGLE OF FRICTION: 30 DEGREES MINIMUM 12%"

FOUNDATION NOTES:
1. CONCRETE: CLASS | WITH A MINIMUM 28-DAY COMPRESSIVE STRENGTH OF 3,000 PSI.
2. REINFORCING STEEL: ASTM A615, GRADE 60.
3. ANCHOR RODS:
A. RODS: ASTM F1554, GRADE 55
B. NUTS: ASTM A563

C.WASHERS:  ASTM F436 9"
3"X5" HANDHOLE AND COVER D. GALVANIZE ALL ITEMS IN ACCORDANCE WITH ASTM F2329.
W/ GROUND LUG OPPOSITE T 4. FOR PRECAST CONCRETE FOUNDATIONS, FILL THE VOID AROUND THE FOUNDATION
WITH FLOWABLE FILL OR CLEAN SANDS USING HYDRAULIC METHODS TO A LEVEL 6
INCHES BELOW GRADE. .
SEE BASE 5. AFTER THE POLE IS SET IN FINAL POSITION AND ALIGNMENT, APPLY A COAT OF BASE P 1" A36 STEEL
T ZINC-RICH PAINT TO THE ANCHOR ROD THREADS AND NUTS TO SEAL THE JOINT
PLATE DETAIL BETWEEN THE NUT AND ANCHOR ROD.
6. WHERE FOUNDATION ABUTS THE SIDEWALK, THE TOP OF THE FOUNDATION SHALL BE
LEVEL WITH THE SIDEWALK. FOR ALL OTHER CASES, THE TOP OF THE FOUNDATION
SHALL NOT BE MORE THAN 3 INCHES ABOVE GRADE.
7. ANCHOR BOLT THREADS SHALL BE TAPED PRIOR TO POURING CONCRETE. THREADS OF
ANCHOR BOLTS SHALL BE COATED WITH PIPE JOINT COMPOUND PRIOR TO INSTALLATION
CONDUIT ELBOW / J NEW ATS OF UPPER NUTS WHEN ERECTING POLE. AFTER POLE IS PLUMBED AND IN PERMANENT

CONDUIT DEPTH

LENGTH
SEE TABLES

(SIZE TO MATCH JOB) REINFORCED ALIGNMENT. THE EXPOSED THREADS OF PAINTED BOLTS SHALL BE CLEANED AND AN
FOUNDATION
ADDITIONAL COATING OF ZINC-RICH PAINT APPLIED TO SEAL THE BOLT THREAD-NUT

A JOINT.
/ 8. ALL EXPOSED FOUNDATION SHALL BE FINISHED SMOOTH AND SHALL BE FLUSH WITH
ANCHOR RODS DETAIL "B" ADJACENT SIDEWALKS WHEN APPLICABLE.

I - TYPICAL STEEL POLE DETAIL
NO WELDING PERMITTED ROUND POLE DATA

ON REINFORCING CAGE. POLE TUBE POLE BASE ANCHOR BOLT FOUNDATION

POLE |, engrh|WALL [square| BOLT | thk | Dia [LenaTh|THREAD] wipTH | DEPTH
0D. | en | THK (PR otEeiReLEl (ot oy [ any | SENGTH| iy N)
\ (IN) (IN) (IN) (IN)

\_ . ROBERT B. ZAITOONI
#4 BARS @12" 5.56 22,00 ]0.258| 12.75 | 12.75 |1.00 [1.00 | 42.00 3.5 24.00 60.00 i
/ ik SQUARE FOUNDATION Lcense No. 33450
FOUNDATION TO BE PRECAST

OR POURED IN PLACE %" X 10' GROUNDING ROD POLE POLE | ARM | DIAOR BOLT CIRCLE |FOUNDATION REINFORCEMENT ANCHOR RODS
TYPE HEIGHT|LENGTH| WIDTH (B.C) VERTICAL | HORIZONTAL | DIA |LENGTH| THREAD LENGTH (TOP)

DETAIL "A" REAR POLE , o vocl1.00| 42.00"
CONCRETE FOUNDATION DETAIL assewely | 22 | WA | 2% bl R

American 1150 N. ALMA SCHOOL RD ENGINEER OF RECORD: REINFORCED CONCRETE FOUNDATION ] ] FINAL SUBMITTAL NSUI_I:/IIEBEI;R
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